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APPLICATION

Determination of Boar Taint Compounds by LC/MS/MS, a Fully Porous  
LC Column Solution
Matthew Trass, Allen Misa, and Michael Klein 
Phenomenex, Inc., 411 Madrid Ave., Torrance, CA 90501 USA

Overview
Boar taint is an odor or taste that is present in non-castrated male 
pigs used for consumption. A standardized reference method for 
three boar taint marker compounds (skatole, androstenone, and 
indole) is created for rapid testing for consumer acceptance. This 
application note demonstrates the acceptable resolution and ide-
al selectivity of Synergi™ Polar-RP fully porous LC column. For 
optimal sensitivity, the method was performed by liquid chroma-
tography tandem mass spectrometry (LC/MS/MS). 

Standards were prepared in initial mobile phase (i.e. 30 % aceto-
nitrile in water). All analytes are 1 ppm except for androstenone 
and D4-androstenone which are 10 ppm. And the injection vol-
ume was 10 µL.
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Tainted boar meat compounds by LC/MS/MS on a Synergi 4 µm Polar-RP column

Column: Synergi 4 µm Polar-RP
Dimensions: 75 x 2.0 mm

Part No.: 00C-4336-B0
Mobile Phase: A: 0.1% Formic acid in water

B: 0.1% Formic acid in acetonitrile
Time (min)   % B
      0                30 
      3                90   
      5                90 
      5.01           30 
      8                30

Flow Rate: 400 µL/min 
Temperature: 22 °C

Detection: MS/MS (SCIEX 4000 QTRAP®), APCI+
Sample: 1. D7-Indole

2. Indole
3. D8-Skatole
4. Skatole
5. 5-Chloroindole
6. D4-Androstenone
7. Androstenone

Gradient:
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Synergi™ Polar-RP LC Columns
Ordering Information
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Terms and Conditions 
Subject to Phenomenex Standard Terms and Conditions which may be viewed at  
www.phenomenex.com/TermsAndConditions. 

Trademarks 
Synergi, MercuryMS, MidBore, and SecurityGuard are trademarks of Phenomenex. 4000 
QTRAP is a registered trademark of SCIEX Pte. Ltd. SCIEX is being used under licence.

© 2015 Phenomenex, Inc. All rights reserved. 

If Phenomenex products in this technical note do not provide 
at least an equivalent separation as compared to other prod-
ucts of the same phase and dimensions, return the product 
with comparative data within 45 days for a FULL REFUND.

2.5 µm High Speed Technology (HST) Columns (mm)
Phase 30 x 2.0 50 x 2.0 100 x 2.0 50 x 3.0 100 x 3.0 50 x 4.6
Polar-RP 00A-4371-B0 00B-4371-B0 00D-4371-B0 00B-4371-Y0 00D-4371-Y0 00B-4371-E0

2.5 µm MercuryMS™ LC/MS Cartridges (mm) Columns (mm)
Phase 10 x 2.0 10 x 4.0 20 x 2.0 20 x 4.0 20 x 2.0 20 x 4.0
Polar-RP 00N-4371-B0-CE 00N-4371-D0-CE 00M-4371-B0-CE 00M-4371-D0-CE 00M-4371-B0 00M-4371-D0

4 µm Microbore and Minibore Columns (mm)                        SecurityGuard™  Cartridges (mm)
Phase 50 x 1.0 150 x 1.0 30 x 2.0 50 x 2.0 75 x 2.0 150 x 2.0 250 x 2.0 4 x 2.0* 
Polar-RP 00B-4336-A0 00F-4336-A0 00A-4336-B0 00B-4336-B0 00C-4336-B0 00F-4336-B0 00G-4336-B0 AJ0-6075

for ID: 2.0-3.0 mm

4 µm Analytical Columns (mm) SecurityGuard  Cartridges  (mm)
Phase 30 x 4.6 50 x 4.6 75 x 4.6 150 x 4.6 250 x 4.6 4 x 3.0*
Polar-RP 00A-4336-E0 00B-4336-E0 00C-4336-E0 00F-4336-E0 00G-4336-E0 AJ0-6076

for ID: 3.2-8.0 mm

4 µm Midbore™ Columns (mm) SecurityGuard Cartridges (mm)
Phase 30 x 3.0 50 x 3.0 150 x 3.0 250 x 3.0 4 x 2.0*
Polar-RP 00A-4336-Y0 00B-4336-Y0 00F-4336-Y0 00G-4336-Y0 AJ0-6075

for ID: 2.0-3.0 mm

*SecurityGuard Analytical Cartridges require holder, Part No.: KJ0-4282

MercuryMS Cartridge Holders

Standard Cartridge Holders
Part No. Description
CH0-5846 10 mm standard holder
CH0-5845 20 mm standard holder 

Direct-Connect Cartridge Holders
Part No. Description
CH0-7187 10 mm direct-connect holder
CH0-7188 20 mm direct-connect holder


